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LEGEND THE SOUNDINGS INDICATED HEREON REPRESENT THE MINIMUM DEPTH SOUNDING
_— THE FOOT BY FOOT AREA CENTERED AROUND THE TEXT. MINIMUM DEPTH DATA IS
~ . PRODUCED FOR STRIKE/SHOAL REMOVAL OPERATIONS AND NOTICES TO
files 2 Beac Channel Centerline 4+ Feet Above Maintained Channel Depth NAVIGATION INTERESTS.

CHICAGO DISTRICT
CONDITION SURVEY

MICHIGAN CITY ,INDIANA
FEDERAL NAVIGATION CHANNEL
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NG _PWI W Q\é&\ , . 2-4 Feet Above Maintained Ch | Denth ELEVATIONS AND SOUNDING DEPTHS ARE REFERRED TO INTERNATIONAL GREAT
o =25 Depth oyer cribs 22 ft N a Channel Limits -4 Feet Above Maintaine annel Dept (2 LAKES DATUM 1985 (IGLD 85). LOW WATER DATUM ZERO IS 577.5 FEET ABOVE MEAN
S By P e WATER LEVEL AT POINT RIMOUSKI QUEBEC. WATER LEVEL READINGS ARE FROM AN
2 Xy 0-2 Feet Above Maintained Channel Depth AUTOMATED GAUGE LOCATED AT WAUKEGAN HARBOR, ILLINOIS. DEPTHS ARE
cov oY) : MEASURED USING AN R2SONIC 2024 MULTIBEAM SONAR.

0-2 Feet Below Maintained Channel Depth THE INFORMATION DEPICTED ON THIS MAP REPRESENTS THE RESULTS OF
SURVEYS MADE ON JUN 30, 2015 AND CAN ONLY BE CONSIDERED AS INDICATING
2-4 Feet Below Maintained Channel Depth THE GENERAL CONDITIONS PRESENT AT THE TIME.

o HORIZONTAL POSITIONING IS DETERMINED USING THE DIFFERENTIAL GLOBAL Sheet
4+ Feet Below Maintained Channel Depth POSITIONING SYSTEM (DGPS). THE DIFFERENTIAL CORRECTIONS ARE PROVIDED

BY U.S. COAST GUARD DIFFERENTIAL BROADCAST STATIONS. SIGNAL STRENGTH IS Reference
USED AS THE DETERMINING FACTOR IN DIFFERENTIAL SELECTION. THE DGPS

. RECEIVER IS MANUFACTURED BY APPLANIX MARINE POS/MV VER 4.0 Number
Depths show are based on the Maintained Depths.
Outer Harbor: 18' authorized, but only 14' maintained GRID COORDINATES ARE BASED ON THE INDIANA STATE PLANE COORDINATE 1 Of 4
Inner Harbor: 18' authorized, but only 12" maintained O 1 OO 2 OO 3 O O SYSTEM, LAMBERT PROJECTION, INDIANA WEST (1302), NORTH AMERICAN DATUM

Upper Trail Creek: 18' authorized, but only 10' maintained 1983 (NAD83). ALL COORDINATES SHOWN ARE IN U.S.

. . L SURVEY FEET.
Lower Trail Creek: 6'authorized, but not maintained
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LEGEND THE SOUNDINGS INDICATED HEREON REPRESENT THE MINIMUM DEPTH SOUNDING
_— THE FOOT BY FOOT AREA CENTERED AROUND THE TEXT. MINIMUM DEPTH DATA IS

) PRODUCED FOR STRIKE/SHOAL REMOVAL OPERATIONS AND NOTICES TO

Channel Centerline 4+ Feet Above Maintained Channel Depth NAVIGATION INTERESTS.

CHICAGO DISTRICT
CONDITION SURVEY

MICHIGAN CITY ,INDIANA
FEDERAL NAVIGATION CHANNEL

.. o Pan ELEVATIONS AND SOUNDING DEPTHS ARE REFERRED TO INTERNATIONAL GREAT
a Channel Limits 2-4 Feet Above Maintained Channel Depth Vi N LAKES DATUM 1985 (IGLD 85). LOW WATER DATUM ZERO IS 577.5 FEET ABOVE MEAN
WATER LEVEL AT POINT RIMOUSKI QUEBEC. WATER LEVEL READINGS ARE FROM AN
0-2 Feet Above Maintained Channel Depth <) AUTOMATED GAUGE LOCATED AT WAUKEGAN HARBOR, ILLINOIS. DEPTHS ARE

MEASURED USING AN R2SONIC 2024 MULTIBEAM SONAR.

0-2 Feet Below Maintained Channel Depth S\ THE INFORMATION DEPICTED ON THIS MAP REPRESENTS THE RESULTS OF
SURVEYS MADE ON JUN 30, 2015 AND CAN ONLY BE CONSIDERED AS INDICATING

2-4 Feet Below Maintained Channel Depth THE GENERAL CONDITIONS PRESENT AT THE TIME.

o HORIZONTAL POSITIONING IS DETERMINED USING THE DIFFERENTIAL GLOBAL Sheet
4+ Feet Below Maintained Channel Depth POSITIONING SYSTEM (DGPS). THE DIFFERENTIAL CORRECTIONS ARE PROVIDED
BY U.S. COAST GUARD DIFFERENTIAL BROADCAST STATIONS. SIGNAL STRENGTH IS Reference
USED AS THE DETERMINING FACTOR IN DIFFERENTIAL SELECTION. THE DGPS
. RECEIVER IS MANUFACTURED BY APPLANIX MARINE POS/MV VER 4.0 Number
Depths show are based on the Maintained Depths.
Outer Harbor: 18' authorized, but only 14' maintained GRID COORDINATES ARE BASED ON THE INDIANA STATE PLANE COORDINATE 2 Of 4
Inner Harbor: 18' authorized, but only 12" maintained O 1 OO 2 OO 30 O SYSTEM, LAMBERT PROJECTION, INDIANA WEST (1302), NORTH AMERICAN DATUM
Upper Trail Creek: 18' authorized, but only 10' maintained 1983 (NAD83). ALL COORDINATES SHOWN ARE IN U.S.

. . L SURVEY FEET.
Lower Trail Creek: 6'authorized, but not maintained
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3,001,000 3,002,000 3,003,000 3,004,000

NOTES:

LEGEND THE SOUNDINGS INDICATED HEREON REPRESENT THE MINIMUM DEPTH SOUNDING
_— THE FOOT BY FOOT AREA CENTERED AROUND THE TEXT. MINIMUM DEPTH DATA IS

. PRODUCED FOR STRIKE/SHOAL REMOVAL OPERATIONS AND NOTICES TO

Channel Centerline 4+ Feet Above Maintained Channel Depth NAVIGATION INTERESTS.

CONDITION SURVEY

CHICAGO DISTRICT
MICHIGAN CITY ,INDIANA
FEDERAL NAVIGATION CHANNEL

.. o Pan ELEVATIONS AND SOUNDING DEPTHS ARE REFERRED TO INTERNATIONAL GREAT
a Channel Limits 2-4 Feet Above Maintained Channel Depth Vi LAKES DATUM 1985 (IGLD 85). LOW WATER DATUM ZERO IS 577.5 FEET ABOVE MEAN
WATER LEVEL AT POINT RIMOUSKI QUEBEC. WATER LEVEL READINGS ARE FROM AN
0-2 Feet Above Maintained Channel Depth <> AUTOMATED GAUGE LOCATED AT WAUKEGAN HARBOR, ILLINOIS. DEPTHS ARE

MEASURED USING AN R2SONIC 2024 MULTIBEAM SONAR.

0-2 Feet Below Maintained Channel Depth S\ THE INFORMATION DEPICTED ON THIS MAP REPRESENTS THE RESULTS OF
SURVEYS MADE ON JUN 30, 2015 AND CAN ONLY BE CONSIDERED AS INDICATING
2-4 Feet Below Maintained Channel Depth THE GENERAL CONDITIONS PRESENT AT THE TIME.

L HORIZONTAL POSITIONING IS DETERMINED USING THE DIFFERENTIAL GLOBAL Sheet
4+ Feet Below Maintained Channel Depth POSITIONING SYSTEM (DGPS). THE DIFFERENTIAL CORRECTIONS ARE PROVIDED

BY U.S. COAST GUARD DIFFERENTIAL BROADCAST STATIONS. SIGNAL STRENGTH IS Reference
USED AS THE DETERMINING FACTOR IN DIFFERENTIAL SELECTION. THE DGPS

. RECEIVER IS MANUFACTURED BY APPLANIX MARINE POS/MV VER 4.0 Number
Depths show are based on the Maintained Depths.

Outer Harbor: 18' authorized, but only 14' maintained GRID COORDINATES ARE BASED ON THE INDIANA STATE PLANE COORDINATE 3 Of 4
Inner Harbor: 18' authorized, but only 12' maintained O 100 200 300 SYSTEM, LAMBERT PROJECTION, INDIANA WEST (1302), NORTH AMERICAN DATUM

Upper Trail Creek: 18' authorized, but only 10' maintained 1983 (NAD83). ALL COORDINATES SHOWN ARE IN U.S.

. . L RVEY FEET.
Lower Trail Creek: 6'authorized, but not maintained sU
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As such, it is only valid for its intended use, content, time and
accuracy specifications. The user is responsible for the results

~__—Lower Trail Creek

tion Liability: The data represents the results of data
of any of the application of the data for other than its intended purpose.
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for any particular purpose of the
ity whatsoever to any person by reason of any use

ed concerning the accuracy, completeness,
These data belong to the Government. Therefore the
recipient fully agrees not to represent these data to anyone as other

than Government provided data. The recipient may not transfer
these data to others without also transferring this Disclaimer.
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understanding that the US Government makes no war
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CHICAGO DISTRICT
MICHIGAN CITY ,INDIANA
FEDERAL NAVIGATION CHANNEL

3,004,000 3,005,000 3,006,000

LEGEND THE SOUNDINGS INDICATED HEREON REPRESENT THE MINIMUM DEPTH SOUNDING
_— THE FOOT BY FOOT AREA CENTERED AROUND THE TEXT. MINIMUM DEPTH DATA IS

. PRODUCED FOR STRIKE/SHOAL REMOVAL OPERATIONS AND NOTICES TO

Channel Centerline 4+ Feet Above Maintained Channel Depth NAVIGATION INTERESTS.

CONDITION SURVEY

.. o Pan ELEVATIONS AND SOUNDING DEPTHS ARE REFERRED TO INTERNATIONAL GREAT
a Channel Limits 2-4 Feet Above Maintained Channel Depth Vi LAKES DATUM 1985 (IGLD 85). LOW WATER DATUM ZERO IS 577.5 FEET ABOVE MEAN
WATER LEVEL AT POINT RIMOUSKI QUEBEC. WATER LEVEL READINGS ARE FROM AN
0-2 Feet Above Maintained Channel Depth <> AUTOMATED GAUGE LOCATED AT WAUKEGAN HARBOR, ILLINOIS. DEPTHS ARE

MEASURED USING AN R2SONIC 2024 MULTIBEAM SONAR.

0-2 Feet Below Maintained Channel Depth S\ THE INFORMATION DEPICTED ON THIS MAP REPRESENTS THE RESULTS OF
SURVEYS MADE ON JUN 30, 2015 AND CAN ONLY BE CONSIDERED AS INDICATING
2-4 Feet Below Maintained Channel Depth THE GENERAL CONDITIONS PRESENT AT THE TIME.

L HORIZONTAL POSITIONING IS DETERMINED USING THE DIFFERENTIAL GLOBAL Sheet
4+ Feet Below Maintained Channel Depth POSITIONING SYSTEM (DGPS). THE DIFFERENTIAL CORRECTIONS ARE PROVIDED

BY U.S. COAST GUARD DIFFERENTIAL BROADCAST STATIONS. SIGNAL STRENGTH IS Reference
USED AS THE DETERMINING FACTOR IN DIFFERENTIAL SELECTION. THE DGPS

. RECEIVER IS MANUFACTURED BY APPLANIX MARINE POS/MV VER 4.0 Number
Depths show are based on the Maintained Depths.

Outer Harbor: 18' authorized, but only 14' maintained GRID COORDINATES ARE BASED ON THE INDIANA STATE PLANE COORDINATE 4 Of 4
Inner Harbor: 18' authorized, but only 12' maintained O 100 200 300 SYSTEM, LAMBERT PROJECTION, INDIANA WEST (1302), NORTH AMERICAN DATUM

Upper Trail Creek: 18' authorized, but only 10' maintained 1983 (NAD83). ALL COORDINATES SHOWN ARE IN U.S.

. . L RVEY FEET.
Lower Trail Creek: 6'authorized, but not maintained sU
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